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Driving Light installation for the MINI Cooper S
Note: Standard Cooper Owners, these instructions are identical except for the + - wiring
due to the Cooper’s front battery placement.

These instructions are to be used as a guide only during the installation process.
MINI-Madness accepts no responsibility for improper installation of this product.
We recommend professional installation if possible.

Tools needed: Drill bits
Power Drill
Pop rivet tool available from any autoparts store or home depot for $10-$15 dollars
Adjustable wrench
Utility knife
Black Marker

Approximate install time, 3-5 hours depending on mechanical skill
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¢ Figure 1.1 shows the bracket in it’s final position. Note it’s location in relation to the dashed line
indicating the black plastic structure of the grill.
¢ Flip bracket upside down to mark hole drilling positions as indicates in figure 1.2, 1.3 and 1.4.

Fig. 1.1
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e Mark the lower 2 holes with the black market and prepare for drilling. Repeat this for both sides

Fig. 1.3

Copyright 2002 MINI-Madness LLC. Distribution or use of this file is expressly forbidden with the exception of MINI-Madness LLC customers
for the purposes the MINI Cooper S driving lamp Installation. All rights reserved. 8/29/2002.



e Drill holes using a sharp drill bit. Select a bit that is the same size as the bracket hole. Fig. 1.5
¢ Note when drilling these 2 holes make sure to go through the plastic layer on top of the metal as the rivet
will have to go through this piece as well.

1 i
fig 1.5 Rlaie S8 ™ - e

Copyright 2002 MINI-Madness LLC. Distribution or use of this file is expressly forbidden with the exception of MINI-Madness LLC customers
for the purposes the MINI Cooper S driving lamp Installation. All rights reserved. 8/29/2002.



e After drilling the 2 lower holes insert bracket into it’s final position and secure the 2 lower bracket holes
with the provided rivets.
¢ With the 2 rivets in place drill hole 3 using the bracket hole as your guide as shown in the white circle

NOTE: USE CAUTION when drilling the 3rd hole. After you penetrate the metal you need to be
careful not to penetrate the hood. Go slow on this one.
e Secure rivet in hole number 3 and bracket installation is complete

e Extra rivets are provided in case you mess up installation. If a rivet connection seems to be loose
Simply drill out the rivet and reinstall a new one. Fit should be nice and tight.
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¢ Run light harness through the hood structure and underneath hood liner. This makes for a clean
installation

Fig. 1.9

Run interior switch wires through rubber grommet behind the brake booster. Lift the grommet from the bottom
and feed the wires through.



NOTE: For the Cooper simply remove battery cover and attach to the positive battery terminal on
the battery itself.

¢ Run main power wire to the battery junction box. Remove nut and attach wire.

¢ Run Negative battery wire to this location and
mount to this bolt.

Copyright 2002 MINI-Madness LLC. Distribution or use of this file is expressly forbidden with the exception of MINI-Madness LLC customers
for the purposes the MINI Cooper S driving lamp Installation. All rights reserved. 8/29/2002.



Interior

¢ With a firm tug and a downward pull, unlatch the knee cover to expose the switch wiring you have
pushed through from the engine bay. Tug hard on the cover in a downward motion, it’s tight.
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¢ Pull switch wires through firewall hole to take up any slack.
e Connect the actual light switch to these wires and mount switch in your desired location.

¢ Mount switch power wire to the yellow and purple as shown below.
¢ Mount the Negative black wire to a good ground



Attach lamps using the new shorter bolts and nuts provided and run wire harness through grill
slats as shown



¢ Attach Lamp ground wires to the locations shown and attach power wires togther
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Mount light switch as shown below. Your kick panel may be different



