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Madness MINI Cooper S Air Intake and Cowl Vent Mod
installation guide

f

MINI-Madness accepts no responsibility for improper installation of this product.
If uncomfortable with this installation seek professional assistance.

Tools needed:

0 8mm socket with « drive ratchet
o Standard and Phillips screwdriver
o Uility knife

NOTE: FILTER COMES PRE-OILED FROM FACTORY

Approximate install time, 15 minutes
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= As indicated by the yellow circles in fig. 1.1 remove the bolts with the 8mm socket.

= Remove the factory hose clamp and discard. This can simply be done by inserting the screwdriver
in between the clamp and prying the it loose.

= Remove bolt located in the above the battery connector

= Lift battery box off of the factory airbox mount

Fig. 1.1

‘We Recommend
MINI Synthetic Motor Oll SW-30
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= Remove the top of the stock airbox cover and paper filter located inside.

= fig. 1.2 illustrates how the box should look after you remove the top cover and filter

= With utility knife trim the little rubber nub off of the factory hose. Thiswill ensure a tight
fit against the heat sheild.

Fig. 1.2

NOTE: installing the Madness Cowl Mod is next. If you already have a mod like this or have
chosen to bypass this upgrade proceed to page 8 of these instructions
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Cowl Vent Mod installation guide

1. Remove ECU cover and disconnect 2 ECU slide wiring harness connectors. To disconnect
wires slide dark grey connectors out and this will push off the wire harnesses

2. Remove lower box cold air feed tube.
3. Remove 2 firewall screws near the battery mount and the other screw directly opposite

4. Remove 10mm bolt near from of the ECU which holds the assembly in place
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Photo showing airbox removed

5. Remove rubber isolators and unscrew studs with an adjustable wrench or Torx screwdriver
NOTE: Sometimes the rubber isolators will remain in the lower housing when removed, this
is OK as you will need to reinsert then later
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Photo showing back panel removed

6. Insert new panel and reassemble in reverse order
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Push rubber isolators back into the lower airbox housing as shown then reinstall.

Photo showing final assemble, continue with the cold air intake at this point
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Installing Air Intake

= Install intake as shown in fig.1.3
= Use provided phillips screws to secure heatsheild to bottom half of airbox

= Reinsert bolt above battery box
= Attach battery to mounting bracket to the side of the new heatsheild

= Tighten hose clamp

Fig. 1.3
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