)

v
) MINI-MADNESS.COM

Madness JCW Filter Kit installation instructions

Tools needed: Screwdriver, Regular screwdriver, 8mm socket with extension
THIS FILTER IS PRE_OILED FROM THE FACTORY

1. Remove intake tube hose clamp from JCW airbox. This clamp is not reusable so use

needle nose plyers or another method to remove and discard the clamp

2. Remove the positive battery mount from the side of the airbox

3. Disconnect the electrical connector towards the rear of the airbox | this will not be re-connected again)
4. Remove the small air hose at the corner of the airbox. When reinstalling the airbox recommect this hose
this is critical to proper operation.

5. Remove the 2, 8mm bolts holding the front of the airbox in place

6. Remove the airbox by sliding back slightly and lifting vertically.

Insert screw in the engine side hose, not airbox side
if you decide to do the mod on page #3



7. Flip airbox over and loosen philips head screw and pivot out of the way.
Remove the paper filter



Madness optional step for even greater airflow!

Prop air inlet door open and slide metal linkage out of it's current position.

Move the linkage to the interior side of the airbox. This will keep the door open
at all times allowing full airflow 100% of the time. Now it's a true cold air intakel!

NOTE if you decide not to do this mod go to page 1 and
re-connect part #1 and #3 when reinstalling airbox



Photo showing the linkage placement to keep the inlet door always open



8. Install Madness High Flow Filter and loosely tighten clamp. If clamp is tightened too much the
filter could slip off, lightly hand tight is appropriate. You may have to pivot the filter back and forth
to get it onto the filter housing. It’s a tight fit so make sure the clamp is loose when installing.

9. Tighten the phillips head screw to secure the bottom of the filter.

10. Reinstall airbox and secure intake tube using the supplied clamp.

Enjoy the power!



