Madness V2 Header installation instructions

1. Remove factory header.  Remove the 8, 10mm bolts holding the header to the cylinder head.

2. Remove the aft O2 sensor from the header

3. Remove the small heatsheild on the driver’s side by removing the 2, 10mm washer nuts and the 2, 8mm bolts.  Slide heatsheild out [image: image1.jpg]



4. Unplug the upper O2 sensor from harness near air intake (upper O2 sensor is still in header)

5. Remove header from below

6. Remove O2 sensor

New Header

1. Join header and optional cat or straight pipe and tighten with supplied bolts and gasket

2. Install upper O2 sensor using a small portion of anti-seize.  This will allow easy removal of O2 sensors in the future

3. Install header from below and place in relatively final position.

4. Install heatsheild

5. From above loosely connect header to cylinder head using the supplied locking bolts.  Make sure the gasket is in the right orientation.  If it is not the header bolts holes will not line up
6. At this point you will need to modify (bend) the heatsheild for clearance of the upper O2 sensor.  The heatsheild very easy to modify and the goal is to modify just enough for when the header is in its final position. The O2 sensor should not be touching the heatsheild after all the bolts are tight.

7. Install the lower O2 sensor using a small amount of Anti seize

8. Connect the exhaust to the header using the supplied bolts and gasket

9. Tighten all bolts 

10. Reconnect upper O2 sensor from above.  You will need to remove the upper O2 wire harness from its mount to extend it’s length.  After removing from the mount you will be able to connect the O2 sensor easily. Push out the plastic holder to extend length shown in the red circle
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12. Start MINI and check for leaks.  It is normal for smoke to appear after the initial start up.  Oil used in the manufacturing process is simply burning off and should disappear in a few minutes of operation
